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Influence of The Feeding Rate on The Packing Properties of
Faceted Particles
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∗Department of Physics and Applied Mathematics, University of Navarra, Pamplona, Navarra, Spain
†Departament de Física Fonamental, Universitat de Barcelona, 08028 Barcelona, Spain.
Abstract. The effect of the filling mechanism on the packing of faceted particles with different aspect ratios has been
examined. We have experimentally measured the particle angular distribution and the packing fraction of ensembles of faceted
particles deposited in a bidimensional box. The granular system has been numerically simulated using a two-dimensional
model of faceted particles. We found that increasing the feeding rate results in an enhancement of the disorder in the final
deposit and, consequently, in a reduction of the number of particles oriented in their most stable configuration. In this regime,
the final packing fraction monotonically decreases as the feeding rate increases. The correlations between the final packing
morphology and the stress transmission were examined by describing the micromechanical properties of the deposits. For the
case of elongated particles, increasing the feeding rate leads to an enhancement of the stress transmission towards the sides
of the box. On the contrary, for the case of square particles, increasing the feeding rate promotes vertical transmission of the
stress.
Keywords: Non-spherical particles, packing
PACS: 83.10, 83.10.Rs
INTRODUCTION
Granular deposits display characteristic phenomena like
the development of a pressure dip below the apex of a
pile [1, 2] or the saturation of pressure in the bottom of a
silo. Interestingly, these phenomena have been proved to
be history dependent [1, 3] and the pouring mechanism
is a crucial aspect in this concern.
In recent years, the role of faceted particles in silos
[4, 5, 6] as well as in other configurations [7, 8, 9, 10]
has been examined in detail. In [4], it was found that
elongated particles tend to orient horizontally, when they
are deposited in a 2D silo. This orientation favors the
vertical transmission of the stress, hindering pressure
saturation at the bottom of the silo. When the aspect ratio
of the particles is decreased, grains orientation deviates
from the horizontal. For the limit case of squares it is
observed a well marked preferred orientation with the
diagonal parallel to gravity. This particular configuration
promotes strong transmission of stress towards the sides
and a quickly saturation of the pressure at the bottom of
the silo. In the present work, we explore the effect that
the pouring mechanism has on the structural properties
of deposits of faceted particles. In our study, different
packings are built by pouring the grains with distinct
feeding rates.
FIGURE 1. Schematic diagram of the experimental setup of
the two dimensional silo. In the central column three typical
deposits of rods (L = 8.9 mm and L = 4.9 mm) and squares
are displayed. At the right column, dimensional details of the
particles are shown.
EXPERIMENTAL PROCEDURE
The experimental setup consists in a two dimensional
silo (Fig. 1) which is filled with squares and rods at
different feeding rates. The square particles are DIN 557
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FIGURE 2. Orientation distributions of packing of particles for three different aspect ratios, a) d = 1, b) d = 5/3 and c)d = 3. In
each case, experimental and numerical results for several feeding rates are shown.
3.16 mm. Moreover, we use two types of monodisperse
stainless steel rods of dp = 3 mm diameter and length
L = 8.9 mm and L = 4.9 mm. Hence, the aspect ratio
of the rods is defined as d = L/dp. The whole set up
has two compartments: the proper silo at the bottom,
and a reservoir at the top from which the particles are
poured to the proper silo. Each compartment was built
with two glass plates separated by two stainless steel
strips 3.3 mm thick. Note that the strips are 0.3 thicker
than the depth of the particles, which are then confined in
a monolayer between the plates. The separation between
the two strips (W = 258 mm) determines the width of the
silo. In between the two reservoirs, we placed a number
of small obstacles that are used to control the feeding rate
of the pouring.
The experimental procedure for forming the deposits
is as follows. First, all the particles are deposited in the
top reservoir. Then a metal piece placed in region C
is removed and the grains fall freely under the action
of gravity. Once the deposit is generated, an image is
recorded covering the whole width of the silo at a height
that goes from 290 mm to 410 mm (Fig. 1). For each
initial configuration, 100 deposits were performed.
The feeding rates (or flow rates) are measured in a
region that covers a height from 330 mm to 370 mm
(region E in Fig. 1) and the whole width of the silo.
We use a high speed camera at 3000 frames per second
that records a second of the pouring when the front
of the particles is still below the recording region. For
each experimental conditions, we calculate the average
feeding rate for five different depositions. Note that the
feeding rate f (measured as number of particles per
second) depends on the mean packing fraction, φ0, and
the mean particle velocity, v, at the recording region:
f = vφ0W/A; where A is the area of a single particle. As
the particles are all poured from the same position, their
velocity in the region described above is constant (350±
10 cm/s). Hence, in our experiments the placement of
the obstacles affects the feeding rate by modifying φ0,
which will be used as the control parameter. Moreover
we will express our results in terms of a dimensionalized
feeding rate f ∗ = f/W = vφ0/A. More details about the
experimental setup can be found in [17].
NUMERICAL SIMULATIONS
We have performed Discrete Element Modeling of a
2D granular system composed of spheropolygons with
four vertices [11, 12, 13]. Specifically we used smoothed
rectangles with aspect ratio d, which is defined by the
length divided by the width. The system is confined
within a rectangular box of width W = 258 mm and with
lateral and bottom boundaries built of fixed particles. The
particles are continuously added at the top of the box
with a given feed rate, velocity and random orientation.
Hence, the granular system settles under the effect of
gravity and is relaxed until the particles’ mean kinetic
energy is several orders of magnitude smaller than its
potential energy. We have simulated 3×104 squares (d =
1), 9× 103 rods of d = 5/3 and 5× 103 rods of d = 3.
To get good statistics, the results presented constitute
averages over at least eight different configurations for
each case.
Numerically, the Newton’s equations govern the mo-
tion of each particle. For calculating the particles’ inter-
action, Fi j, we use a very efficient algorithm proposed
recently by Alonso-Marroquín et al [11, 12, 13] allow-
ing the simulation of a large number of particles. The
total force Fi j can be decomposed as Fi j = FN ·ˆn+FT ·ˆt,
where FN is the component in normal direction n to
the contact plane. Complementary, FT is the component
acting on the tangential direction t. To define the nor-
mal interaction FN , we use a linear elastic force, pro-
portional to the overlap distance δ . Moreover, to intro-896
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FIGURE 3. Final volume fraction of deposits of particles versus the feeding rate measured using φ0 (bottom axis) and f ∗ (top
axis). Results are presented for three different aspect ratios, a) d = 1, b) d = 5/3 and c) d = 3.
duce dissipation, a velocity dependent viscous damp-
ing is assumed. Hence, the total normal force reads as
FN =−kNδ − γNmrvNrel , where kN is the spring constan-
t in the normal direction, mr = mimj/(mi +mj) = m/2
stands for the pair’s reduced mass, γN is the damping co-
efficient in the normal direction and vNrel is the normal rel-
ative velocity between i and j. The tangential force FT
also contains an elastic term and a tangential frictional
term accounting for static friction between the grains. We
take into account Coulomb’s friction constrain, which
reads as, FT = min{−kT ξ − γT mr · |vTrel |, μFN}, where
γT is the damping coefficient in tangential direction, vTrel
is the tangential component of the relative contact veloc-
ity of the overlapping pair. ξ represents the elastic elon-
gation of an imaginary spring with spring constant kT at
the contact, which increases as dξ (t)/dt = vTrel as long
as there is an overlap between the interacting particles. μ
is the friction coefficient of the particles. The values for
normal and tangential elastic constants are k
T
kN = 0.1 and
kN = 104N/m. The ratio between normal and tangential
damping coefficients is taken as γ
N
γT = 3, while gravity is
set to g = 10 m/s2 and the time step to Δt = 10−6s. We
have ensured that the kinetic energy loss and the dynam-
ics of sediment formation are analogous to those seen
experimentally. We have converged to γT = 102s−1 and
μ = 0.4 as best fit parameters. In all the simulations re-
ported here, we have kept constant the previous set of pa-
rameters and only the volume fraction of the initial con-
figuration has been modified.
PACKING MORPHOLOGY
We characterize the packing morphology examining the
orientations of the particles both numerically and exper-
imentally. The distributions of particle orientation f (θ)
with respect to the horizontal are illustrated in figure 2
for d = 1, d = 5/3 and d = 3. The agreement between the
experimental and numerical results demonstrates the pre-
dictive accuracy of our numerical simulation scheme. We
found that long particles (d = 3) most probably lie par-
allel to the substrate (θ = 0 and θ = π), while the most
unlikely position corresponds to standing rods (θ = π2 ).
Note that for the domain of parameters that have been
experimentally accessed, the results are only slightly af-
fected by the feeding rate mechanisms.
As the aspect ratio decreases, for d = 5/3, there is
a shift in the most probable orientation, leading to a
peaked distribution at an intermediate orientation. For
squares the most probable orientation is θ = π4 for all
the initial volume fractions studied. Remarkably, the am-
plitude of the peak is strongly affected by the feeding
rate mechanism as the number of particles with their di-
agonal aligned with gravity decreases as φ0 increases. In
all cases, the orientation distribution displays an expect-
ed symmetry with respect to θ = π2 , i.e. the direction of
gravity.
In Fig.3 we display the results of the packing fractions
obtained in the final deposits φ f versus the feeding rate
measured using both, φo and f ∗. For the squares, the
numerical results reproduce very well the experimental
outcomes. For the case of elongated particles a good
qualitative agreement is also reached. It is noticeable
that, in general, the higher the initial volume fraction,
the lower the final one. Nevertheless, the squares display
a distinct behavior, as for initial volume fractions φo >
0.25, the final packing fraction increases with φ0. An
important consequence of this non-monotonic behavior
of φ f with respect to φo is that two deposits with the same
final packing fraction can be obtained using different
initial conditions. This non-monotonic behavior has also
been reported in [14, 15] where particles are deposited
at constant speed. This is also strongly reminiscent of
the packing fraction behavior in tapping experiments of
granular layers [16].897
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FIGURE 4. Polar distribution of the principal direction (larger eigenvalue of the stress tensor) for packing of squares a) d = 1, b)
rods of d = 5/3 and c) d = 3. In each case, we present results obtained for two different feeding rates.
MICROMECHANICS
The correlation between the packing morphology and the
stress transmission can be described by the microme-
chanical properties of the granular packing. Nowadays,
it is accepted that the stress acting on a single particle i
can be defined in terms of the contacting forces Fci and its
corresponding branch vectors lci . Hence, the local stress
tensor can be calculated as
σ iαβ =
1
Vp
Ci
∑
c=1
lci,αF
c
i,β , (1)
where lci is the branch vector related to the contact c and
Vp accounts for the particles volume. In Eq.(1), the sum
runs over all contacts of particle i [18, 19].
For a granular packing of squares obtained from a very
low feeding rate (Fig. 4a) the polar distributions display
a clear symmetry as the forces are mainly transmitted
along the π/4 and 3π/4 directions. When the column
is built with a higher feeding rate, however, the polar
distribution of the principal direction is more uniform,
denoting the establishment of a more spherical stress
state. For very high feeding rate, however, this effect
is reversed (data not shown) in accord with the non
monotonic behavior displayed in Fig.3a [17].
As the particles get longer, the stress is more domi-
nated by a contribution parallel to gravity. For the case
of d = 3, increasing the feeding rate induces an isotrop-
ic transmission of the stress. This effect correlates with
the formation of less dense packings (Fig.3b and Fig.3c).
The results obtained for d = 5/3 correspond to an inter-
mediate case, where the force transmission on the π/4
(diagonal direction) and the π/2 (up-down direction)
compete.
In summary, we have shown that the changes in mi-
crostructure induced both by particle geometry and feed-
ing rate determine the stress transmission within a col-
umn of faceted particles.
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